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Header Socket, Single in Line 2. 54mm pitch
MOQ 50 pcs
[Specifications] [Materials]
Maximum current : : 3A Plug Pin : Phosphor bronze
Dielectric strength : AC500Vrms 1 minute Gold Flash over Ni Plating
Contact resistance : 20mQ max. insulator : Nylon 6T
Temperature range : -40° C~+105° C UL94V-0

Applicable Plug : HSA Series 0. 64mm

P/N H d Plug Length D L |lead dimension | Number of positions| Pin figure
HSCSW-SCOCIG-H3.5 | 3.5 2.0 2.5~2.8 2.5 2.5 | 0.5xt0.25 Yes Bellows Type
HSCS-5. 0-40G 5.0 2.3 2.8~4.2 2.5 1 2.8 1 0.7xt0.25 [No 40 positions| Bellows Type
HSCSW-SCICIG-H5. 7 | 5.7 2.3 2.8~3.7 2.5 2.8 | 0.6xt0.4 Yes Fork Type
HSCSW-SCIC1G-H8.5 | 8.5 3.0 3.0~5.0 2.41 3.0 0.6xt0.4 Yes Fork Type

Straight
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SMT P/N H d Plug Length Positions Pin figure
HSCSMW-SCIC16G-H5. 25 | 5. 25 2.4 2.8~4.5 Yes Bellows Type
low (o orer HSCSMW-SOOCIG-H7.4 | 7.4 | 3.0 3.0~6.5 Yes Bellows Type
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Note': Only 'Certification of non-use of RoHS Restricted Substance’ can be issued.
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Header Socket, Single in Line

[Specifications
Maximum current : 3A
Dielectric strength : AC500Vrms 1 minute

Materials]
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2. 54mm pitch

Socket Pin : Phosphor bronze

Gold Flash over Ni Plating

Insulation resistance : 1000MQ min Insulator :Nylon 6T
Contact resistance : 20mQ max. UL94V-0
Temperature range : -40°C~+105C
Applicable Plug : HSA Series 0. 64mm
Angle
How to order
HSCSRW-SCOI1G-H5. 7
Number of Positions The height of the above
9~90 from the board
‘ 2.54% (P) ‘ 57 1.7
j A } 5 PC Board How to use
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Applicable plug length

2.5~4.0

Note!

Note': Only 'Certification of non-use of RoHS Restricted Substance’ can be issued.
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Header Socket,Dual in Line

[Specifications]
Maximum current : 3A
Dielectric strength : AC500Vrms 1 minute
Insulation resistance : 1000MQ min
Contact resistance : 20mQ max.
Temperature range : -40°C~+105C
Applicable Plug : HSA Series 0. 64mm

www. connect. co. jp
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2. 54mm pitch

Materials]

Socket Pin : Phosphor bronze

Gold Flash over Ni Plating
: Nylon 6T

UL94V-0

Insulator

P/N /A d Plug Length L [lead dimension Nmber of positiond Pin figure
HSCW-DOCIG-H3. 5 | 3.5 2.0 2.5~2.8 2.5 | 0.5xt0.25 Yes Bellows Type
HSC-5. 0-40G 5.0 2.3 2.8~4.2 2.8 | 0.7xt0.25 |No 40 position| Bellows Type
ISCW-DOICIG-H5. 7 | 5.7 2.3 2.8~3.17 2.8 1 0.6xt0.4 Yes Fork Type
HSCW-DCICIG-H8.5 [ 8.5 3.0 3.0~5.0 3.0 | 0.6xt0.4 Yes Fork Type
Straight
How to order
HSCW-DOOG-HO O
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F‘TZ.54
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B R A AR R ‘
$1.0 Board dimension
P : Number of position Note!
P/N VA d Plug Length [Number of positions Pin figure
SCMW-DCIC1G-H5. 25 | 5. 25 2.4 2.8~4.5 Yes Bellows Type
SCMW-DLCICIG-H7.4 | 7.4 3.0 3.0~6.5 Yes Bellows Type
SMT Number of positions : 4~40
How to order
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V4 'ﬁ Plug
B PC Board
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Board dimension Note!

P : Number of position

Note':Only "Certification of non-use of RoHS Restricted Substance’ can be issued.
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Header Socket,Dual in Line
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2. 54mm pitch

[Specifications] [Materials]
Maximum current : 3A Socket Pin : Phosphor bronze
Dielectric strength : AC500Vrms 1 minute Gold Flash over Ni Plating
Insulation resistance : 1000MQ min Insulator :Nylon 6T
Contact resistance : 20mQ max. UL94V-0
Temperature range : -40°C~+105C
Applicable Plug : HSA Series 0. 64mm
Angle
How to order
HSCSRW-DCIC1G-H5. 7
Positions
Multiples of 2
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¢1.0 Board dimension

P : Number of position

Note!

Note': Only 'Certification of non-use of RoHS Restricted Substance’ can be issued
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