Panel Color S"ocket & Plug Finger Protect
¢ 4. 0mm/0. 157

Specifications

Current Rating 30A at 25°C

Insulation Resistance
Withstanding Voltage
Temperature Range

DC500V 100MQ min
AC1000Vrms 1min
-55C~1485°C
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$10.0 15.9 o4 | 7. 65/0. 301 Appropriate Wire : AWGH12 max
0. 394" 0. 626" 0. 157" Outer dia. : 4. 3mm max
Panel Cut ' 0.169"
Panel Thickness :10.9mm max 0. 429"
How to order How to order
UJS4-PNL-M10-RED UJP4-PNL-62-RED
BLK:Black BLK:Black
RED:Red RED:Red
BLU:Blue BLU:Blue
GRN:Green GRN:Green
Materials Materials
Socket pin : Brass, Gold plating over Nikel plating Louver : Beryllium copper, Heat treated
Insulator : PBT glass filled, UL94V-0 Gold plating over Nikel plating
Plug pin : Brass, Gold plating over Nikel plating
Insulator : PBT glass filled, UL94V-0
Nut (attached article)
MANUT-M10X125P
$12/0. 472" 5/0. 197" Solder conductors of wire to plug pin
Then, press into insulator.
3/0. 118" { r
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2.4 Special Jig needed.
H10x1. 25p Nut Brass 094’ See next page.
Ni Plating
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Panel Color Socket & Plug
¢ 4. 0mm/0. 157"

Finger Protect

Specifications
Current Rating 30A at 25°C
Insulation Resistance DC500V 100MQ min
VWithstanding Voltage AC1000Vrms 1min
Temperature Range -55C~+105C
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*[t is possible your designated wire.

Mating Configuration
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